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October 7,2010

Utah Coal Program
Utah Division of Oil, Gas, and Mining
1594 West North Temple, Suite l}l0
P. O. Box 145801
salr Lake city, utah 94114-5901

Dear Program Supervisor:

Enclosed are annual certification reports for Canyon Fuel Company's SUFCO Mine: Minesite
Primary Sedimentation Pond, Minesite Sedimentation Overflow Pond, Waste Rock Disposal
site and the associated waste Rock sedimentation Pond.

These certifications are being submitted prior to SUFCO's Annual Report as required by
R645-5 14.

Sincerely,
CANYON FUEL COMPANY, LLC
SUFCO Mine

Technical Services Manager

JDB:kb

cc: DOGM Sediment Pond Inspection File
Mike Davis
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Sufco Mine
597 South SR24
Salina, Utah 84654
(435) 286-4880
Fax (435) 286-4499

John D. Bvars. P.E.

Sufco Mine



ANNUAL MINESITE PRIMARY SEDIMENTATION POND
cERTtF|CAT|ON -- 2010

John D. Byars, P.E. on September 17,2010, conducted an inspection of Canyon Fuel
Company's SUFCO Minesite Primary Sediment Pond.

There were no signs of structural weakness in the area of the sediment pond.

The fill slope above the pond was eroded with some minor gullies in random locations.
There were no signs of instability of the fill slope.

The decant structure appeared to be functional and the decant valve was locked.

The water in the pond was at an elevation of 7418.13, which is atthe standpipe spillway
elevation. About an additional 0.29 acre-ft of storage volume was available in the pond
above the current water level. The sediment level in the pond just north of the decant
structure was at7407.55. This elevation is 0.55 ft below the 60% sediment level.

A copy of the field notes is attached.

I certify that the above description accurately represents the condition of the Minesite
Sediment Pond as observed during my inspection on September 17,2010.

JDB:kb

Attachment

W' h{$

h!;

,. RegistraflS'il'
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rnspector )cI-* D- Bvro a.s

CA}TYON FUEL COMPA\TY

Minesite Primary Sediment pond

09/09/L0 MLD

SUFCO MINE

Annual Inspection Report

Dare ?-t7-te.

1. Dam Structural Weakness

Cracks or scarps on crest
,Tq.r* Ocgrer ,**(

A. Yes f,- No

B. Cracks or scarps on slope Yes X No

C. Sloughing or bulging on slope Yes .!! No

Maj or Erosion Problems Yes X No

Surface Movement.s of Surrounding Slopes Yes -X_ No

Visible Sumps or Sinkholes in Slurry Surface Yes K No

l-b"-dp . :g.rll;r*f

5. C logging

Spillway channels and pipes

Oeon* Aa ri u€l5 lo*e,too el, *,^, x,'fg- 
'Q*^

Decant System

d.-rnr - Usl A* lro,Fort

A. Yes Y No

B. Yes X No



Diversion ditches Yes X- No

Cl.ar

Seepage (Specify Location, Color and Approx. Volume)

Yes 2- No

N",n* do*-.*Jt

1 . Any appearance

other lnazardous

No,h*- P'*rr**L

of instability, structural weakness, or

conditions Yes ;l_ No

Weir level Yes tl No

Other Comments

tddSg*- rn f,,, n

*- tl ,tgn I c r.-,(

10 Drawing

u- or+ . i .€*r- ,-,1iil,lt

gj,l-flc"ot
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ANNUAL MINESITE SEDIMENTATION OVERFLOW POND
cERTtFtCATtON -- 2010

John D. Byars, P.E. on September 17,2010, conducted an inspection of Canyon Fuel
Company's SUFCO Minesite Sediment Overflow Pond.

There were no signs of structural weakness in the area of the sediment pond.

The fill slope above the pond was eroded with some minor gullies in random locations.
There were no signs of instability of the fill slope.

The decant structure appeared to be functional and the decant valve was locked.

The water in the pond was at an elevation of 7252.5, which is at the standpipe spillway
elevation. The sediment level in the pond just north of the decant structure was at
7238.0. This elevation is 5.62 ft below the 60% sediment level.

A copy of the field notes is attached.

I certify that the above description accurately represents the condition of the Minesite
Sediment Pond as observed during my inspection on September 17,2010.

JDB:kb

Attachment
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CANYON FUEL COMPANY

Minesite Sediment Overflow pond

09/09/r0 MLD

SUFCO MINE

Annual Inspection Report

I.

rn"pecto. bn. D. B.-p.rs out. 9^ 17-16

Dam Structural Weakness

Cracks or scarps on crest
Norn"c- obg&.t rf-[

A. Yes X No

B. Cracks or scarps on slope

Na^. .5 g* r."".r)-

Yes k No

C. Sloughing or bulging on slope

hon e- cjoe€^.r^,e€"{

Yes A' No

2 . Maj or Erosion Problems

No.=- fur\r,A

Yes X No

Surface Movements of Surrounding Slopes Yes At No

-

4. Visible Sumps or Sinkholes in Slurry Surface Yes X No

No".q- <Ste.*"J

5. Clogging

Spi l1way channel s and pipes

\'lo,^r- dog.r-^l-

A. Yes K No

B. Decant System Yes X No



C. Diversion ditches

No^*.- d^et*a*L-

Yes X No

6. Seepage (Specify Location, Color and Approx. Volume)

Yes X No

Ner.e. {ir€r.*-.J-

1 . Any appearance

other hazardous

Nen' r^'log<r+J

of instability, structural weakness, or

condi t, i ons Yes K No

B.

9.

Weir level

Other Comments

Yes X No

Noi,"e-- . C.'- s+-r-,r F"*i /^ zD io

I

'"tu.ul Lecnl

**" L"*,un*

4 !,*zl
t

+.-b_€61,/,
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I
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10. Drawing

rrvrOim"'L
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A N N uA' *TJF#'"' 
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o N Po N D

John D. Byars, P.E. made an inspection of Canyon Fuel Company's SUFCO Mine
Waste Rock Sediment Pond and associated Decant lmpoundment on September 17,
2010.

No signs of structural weakness of the sediment pond dam or decant impoundment
dam were observed.

The spillways and decant devices are in good condition and are functional.

The sediment level at the northeast end of the pond was about at an elevation of
7883.50 ft. The sediment level in the middle of the pond about 25 ft south of the north
bank was at an elevation of 7883.60 ft. The 600/o sediment level for the pond is at
7885.15 ft. There is an additional 1.55 ft of depth in the pond before the clean out level
is reached. An additional 6.00 ft of depth is available in the pond before it would
discharge through the primary spillway.

No sediment or water was observed in the decant impoundment.

A copy of the field notes of the inspection is attached.

I certify that the above description accurately represents the condition of the Waste
Rock Sedimentation Pond and Decant lmpoundment observed during the inspection
conducted on September 17 , 2010.

JDB:kb

Attachment
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Inspector

CA}TYON FUEL

Rock Waste Sediment

09 / 09 / 1,0 MLD

COMPA\TY SUFCO MINE

Pond Annual Inspection Report

Dare 1^11 ^ 6@

Yes LNo

L. Dam Structural Weakness

Cracks or scarps on crest

Nrnt *"grJt**i,
A.

B. Cracks or scarps on slope

Irlr"^- Cq-G{ru*=}--

Yes -E- No

C. Sloughing or bulging on slope Yes 1!- No

Ma j or Eros ion Prob.lems Yes .43 No

Sur fac e

t& Cb:

Movements of Surrounding Slopes Yes Y No

-

4.

Nofc Cb'le..r*-"(

Visible Sumps or Sinkholes in Slurry Surface

Norr,.e - cb'*-rnorl,

Yes X No

5. C logging

Spillway channels and pipes

il,rAay-, N.or ,-o* tt --o!

A. yes Y No

Decant

C\*c.-

System

J aluq.-

Yes X NoB.

d*+.- ,/ ^lv"-LoeUct



C. Diversion ditches Yes X No

,ul co

6. Seepage (Specify Location, Color and Approx. Volume)

Yes L No

Any appearance

other hazardous

of instability, structural weakness, or

condi t.ions Yes X No

Other Comments

10. Drawing
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ANNUAL WASTE ROCK DISPOSAL SITE
cERTtF|CAT|ON -- 2010

John D. Byars, P.E. on September 17, 2010 made an inspection of Canyon Fuel
Company's SUFCO Mine Waste Rock Disposal Site.

The pad of the fifth cell has active dimensions of about 170 ft x 200 ft. End-dumped
piles of development waste were on the pad at the time of the inspection. This
underground development waste is dumped from 10 wheel end-dump trucks in piles
about 3.5-4 ft high. These piles are leveled with a D-6 Cat dozer or a 988 Cat loader.
The resulting lift thickness is 18-24 inches. The dozerlloader and loaded trucks are
routed over the pad to compact the lift.

Final and intermediate construction slopes were at or less than the designed lv.2h
(26.5o) on the south and west slope. Slopes are constructed such that water cannot
collect against the toe.

The base of the Sth cetl has been started. The 4th celt is complete and was covered with
topsoil in the fall of 2009 and reseeded in the spring of 2010.

No fires have occurred at the site since it was constructed and none were observed
during the inspection.

No significant erosion was observed at the time of inspection.

A copy of the field notes is attached.

Vegetation is growing abundantly on cells 1,2, and 3 and consists of grass, brush and
forbes.

I certify that the above description accurately represents t
Waste Rock Disposal Site during my inspection cond

rved at the
10.

J
R
Statd

JDB:kb

Attachment
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CA}TYON FUEL COMPA\TY SUFCO MINE

Coal Refuse Pile Annual InspecLion Report

rnspectot )o\*"^ D. B u,, to >

09/09/r0 MLD

Title 6rr3,',.ce.", k M&&
Permit # ACT/04L/002

topsoil removal ? )
,(_ Yes No

Foundation Preparat.ion

Lift Thickness ( inches )

Compaction fuZer

(vegetat ion,

\a" -u.1"

d Yes

Yes

No

XNOBurningr (specify extent, and location)

Nonq- l>bs" *nl

Dat" 1'l-1 ^ \'b
1.

2.

3.

4.

5.

6.

Ang1e of Slope (degrees ) hf /A Flo ghope- e-t 6S ee t t

Seepage (specify l-ocation, color, & appr. volume)
yes X No

1.

lulavu, *:.t

Cracks or Scarps (locat,ion and size)

N.r*, abr**o-"rx*il

Yes X No

B. Maj or Erosion Problems

Nor"*- .bs.-"J

(location and. exLent) 

- 
Yes )r No

9. Water Impounding Against Toe Yes v No

-luler"-* a'lery*rr" .*X-

10. Any appearance of instability, structural weakness or other
hazardous conditions Yes ,v No

rt i ll
N ar^, . ,,l_.Y.r^ !a A
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